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PEMCO Hydro HV ISO 32 Zinc Free

PEMCO Hydro HV ISO 32 Zinc Free — napacdvHOBOE Macio C BbICOKMM KO3I(PPULMEHTOM BA3KOCTH,
crneunanbHo NpefHasHayeHHoe AN UCMOJIb30BaHUs B 3aMKHYTbIX CUCTEMax LMPKyNsLUMKM Macna.
MpyMeHeHue: rMapaBanyeckne cucTeMbl, paboTatolime B YC/I0BUSX CUIIbHO U3MEHSIOLLMXCS TeMMNepaTyp
1 BbICOKMX [aBfieHWii; Kopobku nepenay, TpebyioLme Macna C noBblWEHHbIM UHAEKCOM BS3KOCTU U
OT/IYaIOLLMECS YCTONYMBOCTBIO KMEXAHUYECKMM U XMMUYECKUM BO3AENCTBUSIM; CUCTEMbI
perynvpoBaHuns 1 ruapoynpasneHusi. OTnnyaioLme CBOWCTBA: BbICOKUIA MHAEKC BA3KOCTU; HU3Kas Touka
3acTbiBaHWUS; MPOTUBOM3HOCHbBIE CBOMCTBA; YCTOWUYMBOCTb K OKUCIIEHWNIO, KOPPO3UN U NMeHoo6pa3oBaHuio;
o4YeHb 6bICTpasi KOHAEHCAUWS; NpeKpacHble AeaMybrMpytowmne CBOMCTBa; Xopowas GunbTpyeMocTb.

MpoayKT MMeET A0MNYCKN / COOTBETCTBYET cneumdukaumam /
npoayKTam

TYPE Industrial Hydraulic Oil
SAE MS 1004

ISO Viscosity Grade 32

DIN 51524-2

DIN 51524-3

I1SO 11158

ASTM USA D6158

ANSI AGMA 9005-E02-RO
AIST 126

AIST 127

JCMAS P041 HK Hydraulic specification
GERMAN STEEL INDUSTRY SEB 181222
BOSCH REXROTH RE 90220
EATON M-2950-S

EATON I-286-S3

GM LS2

MAG CINCINNATI P-68

MAG CINCINNATI P-69

MAG CINCINNATI P-70
PARKER DENISON HF-0
PARKER DENISON HF-1
PARKER DENISON HF-2
SPERRY VICKERS M-2950-S
SPERRY VICKERS 1-286-S3

XapakTepucTtuka npoaykra

CBOWCTBO MeTop EavHunua PesynbTaT
BsskocTtb npm 100°C ASTM D-445 cSt 6.45
BsizkocTb npu 40°C ASTM D-445 cSt 33.18
NHAaeKkc BA3KOCTHU ASTM D-2270 min 151
TemnepaTypa BCMbIWKU ASTM D-92 °C 204
TemnepaTypa 3acTbiBaHUs ASTM D-97 °C, max. -42

MpuBeaEHHbIE AaHHbIE OCHOBAHbI Ha CTaHAAPTHbLIX TECTax B TabopaTOpPHbIX YCI0BUSAX U
NpeaoCTaBsAoTCS TOMbKO Kak CripaBoYHble. MokasaTenn MoryT BapbMpoBaThbCs B npeaenax AomnyCcTUMoi
HOPMbI.

Ob6béEM

10L (PM2208-10)
20L (PM2208-20)
60L (PM2208-60)
208L (PM2208-DR)
1000L (PM2208-IBC)
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